
VENDOR DESCRIPTION
The SMR-5550i meets the need for a low cost,
high performance, set-on microwave receiver that
tunes 0.5-20 GHz. The receiver offers all the
necessary features for high data rate PCM/TDM
reception while maintaining high pulse fidelity for
radar interception. The SMR-5550i electrical
design features the low group delay distortion, low
phase noise (0.2° rms) characteristics and high
dynamic range (60 dB) necessary in a demanding
signal environment. Three IF output frequencies
are available (70, 140, or 160 MHz) and AM, FM,
and log video outputs are standard features.
Switched AM and FM audio and stretched AM for
pulse reception are provided at rear panel jacks.
Five selectable IF filters, for a post-filtered output,
can be specified at the time the receiver is
ordered. Remote control of the receiver functions
is via RS-232 interface or optional Ethernet
10/100BaseT.
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MTTR:  N/A

Maintainability:  2-level BIT to LRM levelOperating Altitude:  N/A

MTBF:  N/ARange:  N/A

TCDL Compatibility:  N/AAble to Perform in an Environment with Yaw & Pitch Rates:  Yes

Bandwidth Required:  N/AIn-Flight Manipulation of the Sensor:  Yes

Interface:  Ethernet 10/100Base T (optional), RS-232 (standard)Internal Volume:  0.4 ft3

Storage Temp.:  -10°C to 70°CDimensions:  44 mm x 559 mm x 432 mm

Operating Temp.:  0°C to 50°CWeight:  20 lbs

Operating Speed:  N/APower:  100 watts

Hardware

Capable of 24 hr surge for X consecutive days with X days ops being limited to 16 hrs – Proprietary

Performs 24 hrs continuous on-station mission operations within 24 hr period

Performance
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